PRICE LIST for the production of PubJSC Uman Plant«Меgommetr»
Price in USD under conditions EXW – Uman (without transport expenses) from 24.03.2014 
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	ЦС0202-1, ЦС0202-2 (for the north) DIGITAL MEGOHMMETER                                  ТУ У 31.2-00226106-011:2008
Measures the insulation resistance, voltage, determines the absorption coefficient.

Display range: from 0-200 GOhm, display range: from 200 kOhm to 100 Gohm, rated voltage: from 100V to 2500 V with setup resolution of 50V. Current in a measuring circuit 2мА max. Сan be made with interface RS485 and deal with a control program.      
Weight: less than 1kg. Overall dimensions-220х156х61мм. Adapter kit, a set of batteries and cords.                                                                                                                                       Analogue Е6-24, М4122
	ЦС0202-1
300,00

ЦС0202-2
345,00

	2
	ЭС0202/1Г, ЭС0202/2Г – MEGOHMMETER                                                                                          ТУ25-7534.014-90
Designed to measure the insulation resistance of electrical circuits which are not energized. Measuring range:   ЭС0202/1G   0-1000 МОhm. Rated voltage 100, 250, 500 V

ЭС0202/1G  0-10000 МОhm. Rated voltage 500, 1000, 2500 V

Device in a bag with a set of strings of three conductors. Power is supplied by a built-electromechanical generator.                                                                               Produced instead of М4100/1-5
	180,00

190,00

	3
	ЭС0210, ЭС0210/Г – MEGOHMMETER                                                                                   ТУ У 3.28-00226106-033-99
Designed to measure the insulation resistance of electrical circuits which are not energized and measure value of an AC or DC voltage values ​​on the measured object. Voltage measuring range0-600 V: ЭС0210/1,ЭС0210/1Г –     0-1000 МОhm, rated voltage 100, 250, 500 V.ЭС0210/2,ЭС0210/2Г – 0-10000 МОhm, ЭС0210/3, 3Г – 0-100000 МОhm, measuring voltage  500, 1000, 2500 V. Power supplied ЭС0210 – of AC 220 V frequency 50;60 GHz;ЭС0210/Г from the built electromechanical generator. Device in a bag with a set of strings of three conductors. Weight  – 2,2 kg.                                                                 Instead of Ф4102/1-2, ЭС0202/1-2Г
	205,00

	4
	ЦК0220 - LOOP PARAMETRE MEASURE LIVE-ZERO                                                     ТУ У 31.2-00226106-008-2004
Measures the short-circuit current in the range 10-10000 А,  impedance range of 0,22-22 Оhm, C voltage in the range of 180-245 V. Calculates: X, R, shearing angle– φ between I and U.  

                                                                                                                                                          Instead of  Щ41160, ЭК0200
	420,00

	5
	Щ41160– DIGITAL SHORT-CIRCUIT CURRENT METER                                                                  ТУ25-0413.0123-84     Designed for single-phase current circuit measurement of zero-phase AC circuit 380/220 V. Range of single-phase short-current circuit measurement 10-1000 A                                                                                                                Instead of М417
	345,00

	6
	ЭК0200 – VOLTAGE AND SHORT-CIRCUIT CURRENT METER                                                   ТУ 25-7534.0007-89
Designed to measure the values ​​of touch voltages on electrified objects and short-circuit current in the circuit zero-phase AC networks 380/220 V, 50, 60 Hz with earthed neutral.  Measuring range of 0-2 kA in short-circuit current. 

Contact voltage measurement range of 0-250 V.                                                                           Instead of  М417, Щ41160 
	390,00
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	 MICROOHMMETER - ЦС4105-multifunctional digital.                                                   ТУ У 33.2-00226106-012:2009
Designed to measure the electrical resistance of DC components of electrical circuits which are not energized. Measuring range of microohmeter: from 10 mkОhm to 3 mОm (Limit 3 mОhm); from 1 to 300 mОhm (Limit 300 mОhm); from 0,1 to 50 Оhm (Limit 50 Ohm). Working modes of microohmmeter– automatic or manual.· Overall size – 230 mm х 140 mm х 58 mm.                                                                                                                      Instead of Ф4104-М1
	305,00

	8
	Ф4104–М1 – MICROOHMMETER                                                                                                          ТУ 25-7534.0010-88
Designed to measure the DC resistance. Measuring range 0-100 mkОhm; 0-1, 0-10, 0-100 mОhm; 0-1, 0-10, 0-100 Ohm; 0-1, 0-10, 0-100 kОhm; 0-1, 0-10 MОhm. Complete with test leads and pliers.  

                                                                                                                                                                            Instead of  Ф415
	225,00
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	GROUNDING RESISTANCE METER ЦС4107 multifunctional with digital countdown

Designed to measure the current spreading resistance of grounding devices, determining soil resistivity and measurement of electrical resistance of ground wires. Measuring range - from 10 mΩ to 20 kΩ.                                                                       ТУ У 33.2-00226106-013:2009          
	330,00

	10
	Ф4103-М1 – GROUNDING RESISTANCE METER                                                                             ТУ 25-7534.0006-87
Designed to measure the resistance of grounding devices, soil resistivity and active resistances.  Measuring range: 0-0,3; 0-1; 0-3; 0-10; 0-30;  0-100;  0-300;  0-1000;  0-3000;  0-15000 Оhm.                                                                                                                                                                                                      Instead of М416
	190,00

	11
	П4126-М2 – SET OF ACCESORIES FOR Ф4103-М1 DEVICE                                                            ТУ 25-04-1328-76
 The set includes: 3 pins, 4 frames with a wire (25 m) in the bag.  Overall size 500х102х166 mm. 
	60,00

	12
	Ф4106 and Ф4106А – INSULATION MONITORS                                                                               ТУ 25-0413.0074-83
Designed to measure the insulation resistance and alarm when it falls to the resistance value in the setting in AC networks with isolated neutral under voltage. Measuring range from 0,02 до 5 МОhm. Panel cutout.                                                             Instead of МКН380
	95,00

	13
	М41070/1 – OHMMETR                                                                                                                             ТУ 25-0413.0120-84

Designed to measure the electrical DC resistance in various areas of the economy, except for mines, mineries and facilities, hazardous with gas and dust.  Measuring range of 0-300 kOhm when powered by a built-in power 1.5V and 0-30 Mohm from the external source voltage of 220V.

                                                                                                                                                                               Instead of Д 57
	60,00

	14
	М419 – OHMMETR                                                                                                                                          ТУ 25-04-3729-79

Designed to measure the insulation resistance of AC networks with isolated neutral under voltage. Panel cutout. Measuring range from 0 to 5 Mohm.                                                                                                                Instead of М143

	40,00

	15
	ЭС0212 – OHMMETR                                                                                                                               ТУ У 17-001-5-2000

Designed for measuring the electrical resistance of the grounding wires, establishing the fact of their failure detection and AC voltage to 380V and a frequency of 50-400 Hz for the equipment in terms of violation of isolation.  Measuring range of 0.05 to 20 Ohm. Accuracy class 1,5.                                                     

                                                                                                                                                      «Improved» аInstead of М372
	70,00

	16
	ЦР0200 - DISTOMETER TO THE WIRE DAMAGE SPOT                                                              ТУ 25-7534.0009-89 Designed to determine the distance to the damage of the wire (up to 40km) of the "intermittent breakdown" type and to the spot with lower electrical insulation resistance of high power electric wires.                                                                                                                                   Instead of Щ4120
	320,00

	17
	AUTOTRANSFORMER ЛАТР-1,25 and ЛАТР-2,5                                                          ТУ У 3.49-00226106.057-2000

                                           (ЛАТР-1,25И; ЛАТР-2,5И with a digital display)                                   

Single-phase, intended for modulating AC voltage with the frequency of 50 (60) Hz at various electrical works. Rated primary voltage of 220 V. The limits of secondary voltage regulation at rated primary voltage and rated load from 0 to 250 V. Rated load: ЛАТР-1,25 –  5А;   ЛАТР-2,5 – 10 А. No-load current is not greater than 0,5 A.
	110,00
130,00

	18
	CURRENT TRANSFORMERS Т-0,66, Т-0,66-1 (ТШ-0,66, -1),

Т-0,66-2 (ТШ-0,66-2)

Designed for transmission of the measurement information for measuring and accounting electricity devices. 

  Rated secondary current is 5 А   

Accuracy class: 0,2; 0,5; 0,5S. Tr-rs with rate of - 5/5; 10/5 on request. 

Overall sizes not more than 180х150х88 mm.     

Weight not more than 0,9 kg, (600/5 – 1200/5) – 1,5 kg; (1500/5 – 2000/5) – 3 kg.
	ТУ У 31.2 00226106.004-2002

	
	
	20/5 - 400/5 (ТШ)

600/5,600/5-1

300,400,500,800/5-1

1000/5, 1200/5

1500/5

ТШ-0,66-2  1500/5

2000/5

ТШ-0,66-2   2000/5
	=11,00

=17,00

=20,00

=24,00

=55,00

=34,00

=58,00

=38,00
	=14,00  (0,5S)

=18,00  (0,5S)
=21,00 (0,5S)
=25,00 (0,5S)
=59,00 (0,5S)
=36,00 (0,5S)
=61,00 (0,5S)
=43,00 (0,5S)

	19
	ЭА0302; ЭА0302/1–AMPEREMETR, ЭВ0302; /1–VOLTMETER                                     ТУ У31.2-00226106-003-2004

Designed to measure the strength of the current (voltage) in electrical circuits AC of pure sine wave with frequency of 50 Hz. Panelboard. Current measurement range from 0-5 to 0 - 50 A, voltage from 0-1000, 0-500 V, - over 7.5, 12.5, 40 to 30 kV, the voltage of the transformer 0-100 V. 5A Amperemeter can be used for currents up to 5000 A with current transformers T-0, 66 with secondary current 5A beginning with the measuring range of 30% of its final value.

ЭА0302,/ ЭВ0302 – overall sizes 80х80х75 mm. Weight  – 0,25 kg.                                           Analogue of Vitebsk Э8030

ЭА0302/1, ЭВ0302/1 – overall size 120х120х69 mm. Weight 0,75 kg                    Analogue of Krasnodar Э365 – ЭА,ЭВ/1
	22,00
28,00

	20
	ЭА0302/1У AMPEREMETR, ЭВ0302/1У VOLTMETER Angle                                        ТУ У 31.2-00226106-003:2001

The devices are designed to measure current (amperemeter) or voltage (voltmeter) in AC circuits (от 45 Hz до 65 Hz).Devices of electromagnetic system of panel board performance, quieting the moving part using polymethylsiloxane fluid. Larger scale length with the beginning of the measuring range of 10% of its final value.     Angle location of the movable part. Accuracy class of devices– 1,5; 2,5 GOST 8711.

Overall sizes of devices is 120 mm х 120 mm х 78 mm.

Operating position of devices - any (depending on order).                                                                            Instead of Э365
	29,00

	21
	ЭА0300 AMPEREMETRS, ЭВ0300 VOLTMETERS (ANALOGUE, ANGLE)                 ТУУ 31.2-00226106-009 2006

Designed to measure current (amperemeter) or voltage (voltmeter) in AC circuits of sinusoidal frequency from 45 Hz to 65.  Analogue stationary devices  showing the direct action of the movable part with fastening on the cores.  According to the principle of action - electromagnetic system devices with liquid dampers. With the beginning of the measuring range of 20% of its final value Overall sizes: 
72х72х62 for amperemeters ЭА0300-3 and voltmeters ЭВ0300-3; 
96х96х62 for amperemeters ЭА0300-2 and voltmeters ЭВ0300-2.
	 22,00

  24,00


	22
	МА0201,МА0202,МА0203–MICRO-,MILLIAMPEREMETERS,AMPEREMETERS                      ТУ 25-7534.035-93

Panelboards are designed to measure DC current in electric circuits.                                                                   (МА0201)

 Measuring range from 500 mkА to 10 А and 0-75 mV (from 50 mКА to 10А for МА0203) for usage with           (МА0202)

 external shunts for currents up to 1000 А                                                                                                                 (МА0203)

Overall sizes –  60х60х48 mm; 80х80х70 mm. 80х80х54 Weight from 0,2 kg.    Analogues of Cheboksary М42300...
	22,00 24,00
25,00

	23
	ЭВ0201, ЭВ0202, ЭВ0203 – VOLTMETERS                                                                           ТУ У 00226106-002-94

Designed to measure the voltage in DC electrical circuits, panel board.

Measuring range from 0-1 до 0-600 (300-0-300) V. Overall sizes  80х80х70 mm; 60х60х48mm; 80х80х54 mm. Weight  – 0,35 kg.                                                                                                                              Analogues of Cheboksary М42300...
	22,00 24,00
25,00

	24
	AMPEREMETERS ЦА 0204, ЦА0303, VOLTMETERS ЦВ 0204, ЦВ 0303          ТУ У 31.2-00226106-010:2006-04-04

Amperemeters CA 0204, CA 0303 and voltmeters CV 0204, CV 0303 designed to measure DC current and voltage (CA 0204, CV 0204) DC networks and the rms value of AC current and voltage (CA 0303, CV 0303) AC current with sinusoidal frequency 50 Hz. Stationary electronic devices with the conversion of the measured value microcontroller and display of measurement results on the 4-digit digital display.   Overall sizes:      72х72х62;  96х96х62 mm.
	52,00
(72х72)

59,00
(96х96)

мм

	25
	TRANSITION TEST BOX  КИП-5/25

Transition test box KIP-5/25 (hereinafter - the box) is designed to connect three-phase induction and electronic meters, providing current shutdown circuits and voltage in each phase of meters for replacement, and the inclusion of the counter model for verification without disconnecting the load consumption.
	11,00
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	ЦИС0307 Panel digital multifunctional network meters.  Meters are designed to measure the basic parameters of electric AC 110/220 V and 220/380V:  linear and phase voltage, current three phases, active and reactive power, power factor, frequency.                                                                                                                  
                                                                                                                                                       ТУ У 26.5-00226106-015:2013
	160,00
 RS485
180,00


	27
	Frequency meter are designed to measure the frequency of the AC electric circuits with  50 Hz, 60 Hz and 400 Hz.  Frequency can be made with interface RS485 and deal with a control program.      
 ТУ У 33.2-00226106-014:2011
	ЦЧ0205-2     45,00

ЦЧ0205-3     42,00
	   ЦЧ0205-2-RS   68,00
   ЦЧ0205-3-RS   62,00
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